
Stationary 
concrete pumps

Product overview

Concrete pumps 23 to 116 m3/h

Pressure on concrtete up to 243 bar

Engine power 30 to 470 kW

12 13

SP 750 E SP 1800 D

also available as trailer version

Designation SP 750 E

Weight kg 3,000 3,400

Performance

Pump kit P1015 P1018

Delivery cylinders mm 150 x 1,000 180 x 1,000

Concrete output max. m³/h 38  54

Pressure on concrete max. bar 76  76

Stroke rate max. 1/min. 35 35

Concrete valve L-ROCK L-ROCK

Hydraulic system

Design open system, dual-circuit hydraulics

Hydraulic tank l 265

Motor

Engine type Electro

Engine power kW 55 

Frequency Hz 50 

Efficiency class IE 3 

Performance specifications are maximum theoretical values.
Maximum concrete output and maximum pressure on concrete cannot be achieved simultaneously.

Designation SP 1800 D

Weight kg 5,400 5,300

Performance rod-sided piston-sided

Pump kit P1620

Delivery cylinders mm 200 x 1,600

Concrete output max. m³/h 84  48 

Pressure on concrete max. bar 60  108

Stroke rate max. 1/min. 28 16

Concrete valve L-ROCK

Hydraulic system

Design open system

Hydraulic tank l 400

Motor

Engine type Diesel Deutz BF4M 1013EC Diesel Deutz TCD2013 L04

Engine power kW 115 126

Emission standard Stage II/Tier 2 Stage IIIA/Tier 3

Emission control system - -

Fuel tank l 250  250

Performance specifications are maximum theoretical values.
Maximum concrete output and maximum pressure on concrete cannot be achieved simultaneously.
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